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WATER PUMP COOLANT LEAK
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BULLETIN NOTES

This bulletin supersedes the previously issued bulletin(s) listed below: The changes are noted in Red.

Previous TSBs: | Date(s) Issued:

01-016/16 08/26/2016
01-004/09 02/03/2009

APPLICABLE MODEL(S)/VINS
2020 CX-30
2016-2020 CX-3
2013-2020 CX-5
2007-2012 CX-7
2016-2020CX-9
2004-2005 Miata
2006-2020MX-5
2004-2020Mazda3
2006-2015 Mazda5
2003-2020Mazda6

DESCRIPTION

There is a concern that some water pumps are being replaced that are not faulty, due to signs of a very
small coolant leak from the bleed hole. This Service Bulletin is to inform you about the water pump sealing
mechanism and the criteria if replacement is hecessary or not.

Page 1of 7

CONSUMER NOTICE: The information and instructions in this bulletin are intended for use by skilled technicians. Mazda technicians utilize the proper tools/
equipment and take training to correctly and safely maintain Mazda vehicles. These instructions should not be performed by “do-it-yourselfers.” Customers
should not assume this bulletin applies to their vehicle or that their vehicle will develop the described concern. To determine if the information applies,
customers should contact their nearest authorized Mazda dealership. Mazda North American Operations reserves the right to alter the specifications and
contents of this bulletin without obligation or advance notice. All rights reserved. No part of this bulletin may be reproduced in any form or by any means,
electronic or mechanical---including photocopying and recording and the use of any kind of information storage and retrieval system ---without permission in
writing.

© 2019 Mazda North American Operations, U.S.A.

12/16/2019 9:34 AM tlawrenc



Bulletin No.: 01-022/19 Last Issued: 12/13/2019

A mechanical seal (A) is used for the water pump. This mechanical seal can seal coolant (B) by sliding a
mating ring (C) against a seal ring (D). When the sliding surface temperature of the mechanical seal is more
than 248 °F (120 °C) while driving, a small amount of steam (E) is leaked and bleeds through the bleeding
hole (F). After drying, the steam leaves a green coolant deposit near the water pump bleed hole (F). This is
a normal condition and does not require water pump replacement. The water pump should only be replaced
if there is an accumulation of crystallized coolant near the bleed hole.
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Dried coolant steam shows as green-color deposit at

Bleed hole (F) is located under water pump bleed hole
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Water Pump Samples:

NO GOOD
IAccumulation of crystallized coolant near the bleed hole

(F).

Replace the water pump.

GOOD
No accumulation of crystallized coolant.
DO NOT replace the water pump.
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REPAIR PROCEDURE

1. Verify customer concern.
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’Ié coolant level in radiator or sub tank Iow?
—__ (Coolant level is not between Fand L) -

L YES

—Can coolant leak be confirmed by perforn{fﬁ"g""'-
cooling system cap inspection? :

L ot

There is less probability of coolant leak from W/
Pump.

NOTE: If customer complained coolant leak or
coolant leak from W/Pump is confirmed, go to
YES.

no |Add coolant in coolant reserve tank at F level.
——»NOTE: W/Pump is OK. It is a normal coolant
reduction or steam bleeding from W/Pump.

Visually check for any location of coolant leak.

i Ay

e

l YES

-:,:'_:'_j'fgégsﬁcoolant leak from W/Pump asse-ffiﬁfy_?:.'ff::::::,
f-:::jfffjfjjéagé coolant leak from Bleeding ﬁbié{?i::ﬁ:::—,f_,

f-:'::fjf,':_l@'é-é;;:ooIant leak from O-Ring; rea’?

Replace the part where coolant leaks or tighten
&»the part properly.

NOTE: When water pump is removed, check
sealing surface of cylinder block for any problem.

If coolant leak area looks the same as NG water
ves |pump samples from the table, replace W/Pump
» and O-Ring. Refer to MS3 online Workshop

Manual WATER PUMP REMOVAL/
INSTALLATION.

Remove W/Pump and check O-Ring.

s there casting hole, scratch, projection at-
sealing surfaces of cylinder block?

— lNo

YES
=2 >‘ Repair the cylinder block sealing surface.

Replace O-Ring with new one.

1) Clean W/Pump O-Ring groove and cylinder block
seal area and install them.

2) Install O-Ring without touching impeller.

COl 13) Apply grease or coolant on O-Ring when installing it

gﬁg to W/Pump. DO NOT to apply mineral grease.

cust
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2. Verify repair.
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